
 

 

May 31, 2024   

Project:  Kewanee Park District – Windmont Park Athletic Court Resurfacing 

 

BID PACKAGE 12A: Athletic Court Surface & Athletic Equipment (furnish & install) (prevailing 

wage)           
 

Pre-Bid Conference:  June 6, 2024 

Time:  2:00 P.M.  

Location:     

Windmont Park – Existing Tennis Court 
349 Beach St. South Kewanee, IL 61443 

 
 Questions due on 6/12/24 for addenda  

 
Proposal Due Date:           June 17, 2024 

Time due:                   2:00 P.M.  

 

BIDDING FIRM NAME:    

  

Company Name:      ____________________    

Contact:            _________           

Address:          ______________________________________ 

Phone:           _______________________________________   

Email:             ____________________________________ __ 

 

            _______________________                                                           the undersigned,  
  

  

A. Proposes to furnish all labor, materials, equipment and services as required to satisfactorily complete all  Athletic 

Court Surfacing & Athletic Equipment Work herein described as Bid Package No. 12A as required for the 

construction and completion of Windmont Park – Athletic Court Resurfacing Project all in accordance with the 

Drawings and Specifications incorporated into this bid package and any following addenda; the Contract 



 

 

Documents including, agreement of a standard AIA contract between Owner, Contractor, & CM, this Proposal 

Form, and all documents incorporated by reference.  

     

 

B.                                   CIRCLE WHICH ITEM YOU ARE BIDDING 

All work (ATHLETIC TILE SURFACE/ATHLETIC COATING SURFACE) required by the foregoing documents will be 

accomplished for the Lump Sum Bid Price of  

 
 

          _______________________________   ($                                         ).  
(Show amount in both words and figures, in case of discrepancy amount shown in words will govern.)  
  

The Lump Sum Bid Price above EXCLUDES all applicable sales, consumer, use and other similar taxes for the 
project on the equipment and materials to be incorporated into the work; INCLUDES all insurance premiums 
required to meet Insurance Terms and Conditions and INCLUDES all premiums for Performance and Labor & 
Material Payment Bonds in the sum of one hundred percent of the Contract price.  
 

C. Alternate Bids:  

This bid package is separated into two separate surfaces (either a Athletic Tile System or an Athletic 

Coating System)  Both packages will be bid with furnishing and installing the Athletic Equipment as 

specified. 

 

D. Prevailing Wage Act: The undersigned hereby states if awarded the Contract, the Bidder agrees to comply with 

the Illinois Prevailing Wage Act 820 ILCS Section 130/1-12 including, but not limited to the submission of certified 

payroll records for all workers monthly for review.  The Bidder/Contractor shall not pay less than the prevailing 

rates of wages to all laborers, workmen, and mechanics performing work under this contract.  Contractors shall 

require Subcontractors to pay prevailing wage. The Bidder/Contractor shall be solely responsible to maintain 

accurate records as required by the prevailing wage statue and to obtain and furnish all certified records to the 

Illinois Department of Labor as required by statute A.  The Bidder further acknowledges that release of progress 

payments may be withheld if complete certified payroll records are not submitted with request for payment.  

Contractor to follow Illinois Department of Labor rule and increase wages which is posted at: 

https://www2.illinois.gov/idol/Laws-Rules/CONMED/Pages/Rates.aspx  

  

E. Bidder agrees that if written notice of the acceptance of this bid is mailed or delivered to the undersigned within 

sixty (60) days after the Proposal Due Date, or any time thereafter before it is withdrawn, the undersigned shall 

https://www2.illinois.gov/idol/Laws-Rules/CONMED/Pages/Rates.aspx


 

 

meet representatives of Mechanical Service Inc at a mutually agreed upon location to execute the contract or 

via electronic communication.  A Performance Bond and Labor & Material Payment Bond will be delivered to the 

Construction Manager at the time of execution of the Contract.  Failure to execute said contract within ten (10) 

days after receipt of written Notice of Award of its bid may be considered a default under the obligation of the 

bid bond.  Insurance certificates shall be provided before starting on-site activities if such activities occur before 

the Contract is signed. 

  

    By submitting its bid, the Bidder hereby agrees that the Owner may, in its sole discretion, decide which 
combination of base bid plus alternates, (if any) would provide the Owner with the most efficient expenditure 
of the Owner's funds with respect to any particular bidder.  Owner's selection and determination of which 
combinations of base bid plus alternates (if any) would provide the most efficient expenditure of the Owner's 
funds shall form the basis of awarding the contract.  By submitting its bid, Bidder further agrees that the sum 
total of the base bid plus alternates (if any) as so determined by the Owner separately for each bidder shall be 
deemed to be such bidder's bid for purposes of determining the lowest responsible bidder for such portion of 
the work or for such bid package.  Such determination by the Owner shall not be subject to challenge by the 
Bidder.  

  

 

    

E.   ALTERNATE PRICES  

  

An Alternate Price shall include all costs associated with the changes, omissions, additions or other 

adjustments to the Work of this Bid Package (Contract), which are described in the Alternate, or are 

reasonably inferable there from.  Claims for extras resulting from changes caused by the acceptance or 

rejection of any Alternate will not be allowed.  Alternate prices shall also include all costs of overhead, 

profit and bond costs associated with the work of the Alternate, whether additive or deductive.  

  

The Drawings, Specifications and other Contract Documents shall be considered appropriately modified by 

either the acceptance or rejection of the various Alternates.  The Owner and the Construction Manager 

expressly reserve the right to accept or reject any, or all, Alternate Prices, and in any sequence.  

Acceptance or rejection of any Alternate does not relieve the Bidder of timely completion of the Work 

within the time periods indicated.  Alternate prices will be held for 90 days.  

  

Alternates:  N/A 

 



 

 

 

 

1) Bid Package Summary of Work:  

a) Division 00: Procurement & Contracting Requirements.  

b) Division 01: General Requirements. 

c) Installation of new Athletic Equipment upon completion of the asphalt overlay work.  Athletic Equipment to 

be (4) basketball poles, backboards, rims, & nets per the layout & specification.  Athletic Equipment to also 

be (4) permanent pickleball net set ups per the layout and specification. 

d) Installation of new athletic coating surface/athletic tile court surface per the attached specifications 

(Sportmaster ColorPlus for Coating System)(. 

e) Restoration of areas disturbed by your work as shown in the contract documents (complete) 

 

 

2) Bidding documents included in this Bid Package:  

a) Windmont Park Court Resurfacing Project Plan 

b) Windmont Park Court Layout Plan 

c) Athletic Court Surface Specifications & Athletic Equipment – in this package document 

d) Site Access for Equipment Map.  

e) Project Schedule. – Order submittals immediately assess lead times 

1 Provide lead times for long lead items  

 

 

3) Miscellaneous items included in this Bid Package:  

a) Sales Tax is excluded.  

b) A 5% Bid Bond is required at the time of the Bid.  

c) Where scope assignments made in Bid Packages conflict with notes on drawings, Bid Package language 

has priority.  

d) Project to start per the attached proposed work schedule & contractor is to order shop drawings & 

materials to start fabrication of any long lead time items.   

e) In order to maintain a safe, clean, and organized jobsite, ALL materials stored around the project site 
must be protected from the elements and allow for movement of other trades to complete their work. 

f) Provide all consumables, reinforcing, or fasteners required to properly install the items covered under 

the scope of this bid package.    



 

 

g) Notify Mechanical Service Inc. 24 hours prior to scheduled deliveries.  Provide delivery to the site for all 
items covered under the scope of this bid package.  Delivery dates and load sequences shall follow the 
project schedule, which may be adjusted during the course of the project.    

h) Provide all required hoisting for materials installed or debris generated under this scope of work.    

i) Contractor shall be responsible for all freight charges, unloading, handling, hoisting, and storage of 

material or equipment at project site unless specifically noted otherwise.    

j) Provide all permits, fees, and inspections related to this scope of work as required by Authorities having 

Jurisdiction.  

k) Work shall occur during normal business hours (i.e. Monday through Friday from 7:00 AM to 3:30 PM).  

If work must occur outside of normal hours to meet the demands of the construction schedule, it must 

be coordinated and approved by Mechanical Service Inc.  

l) Contractor shall visit the site prior to submitting a proposal to become familiar with all aspects of the 

existing conditions.  Claims for additional compensation for work that could have been identified by a 

thorough pre-bid site investigation will not be approved.  

m) Contractor shall adhere to all dust, noise, and vibration control ordinances issued by the City of Kewanee 

and/or all other Authorities having Jurisdiction.  

n) Contractor shall conduct all operations to ensure minimal interference with city streets and adjacent 

occupied structures. Contractor shall provide traffic control as required for this Contractor’s scope of 

work.  

o) Contractor understands that this project is directly connected to an operational park and that there may 

be patrons of the park outside of the project area. 

p) Contractor shall remove all accumulation of dirt and/or debris from off-site and on-site pavement 

resulting from this contractor’s activities on a daily basis.   

q) Contractor shall maintain a clean and safe work area.  Trash and debris resulting from the Contractor’s 
activities shall be properly disposed of daily.  Piles of rubbish shall not be permitted to accumulate.  
Construction rubbish, including cut-off waste material, packaging, expended caulk tubes, etc. shall be 
disposed of directly into general dumpsters.  All trash and debris shall be broken down into the smallest 
dimension possible and placed in the appropriate containers provided at the jobsite.  If applicable to a 
specific scope of work, trash and debris shall be hauled by this Contractor to an off-site disposal facility 
and the costs included in the bid price.  

r) If daily clean-up is deemed unacceptable by Mechanical Service Inc, the following provisions shall apply:  

i) Mechanical Service Inc will issue (1) verbal warning to the Foreman/Project Manager of the responsible 
Contractor. ii) If appropriate action is not taken by the responsible Contractor following the initial verbal 
warning, Mechanical Service Inc will perform the necessary cleanup duties without further warning or 
notification at a cost of $100 per hour.  The responsible Contractor will be issued a deductive change order 
for the total number of hours spent performing cleanup duties on behalf of the non-compliant Contractor.  



 

 

s) Contractor shall be responsible for the repair of structures, streets, drives, sidewalks, parking lots, or 

landscaping that are damaged because of this Contractor’s activities.  Patching shall be done with like 

materials as required by the Authority having Jurisdiction.  

t) Contractor’s representative shall attend and participate in project meetings as required by Mechanical 

Service Inc.  Attendance is required at all meetings starting a minimum of 2 weeks prior to mobilization 

to the jobsite and continue until work on-site is complete.  The representative shall have the authority 

to make schedule and financial commitment for the Contractor.  

u) Successful Subcontractors agree to enter into a contract with the Kewanee Park District utilizing the 

standard AIA 132 Construction Standard Form of Agreement between Owner and Contractor, 

Construction Manager as Adviser Edition.  A copy of this document is included within this bid solicitation 

for review under the ‘Documents’ tab.  

v) Successful bidders agree to furnish a Certificate of Insurance in strict accordance with Mechanical Service 

Inc. requirements.  A copy of these requirements is included within this bid solicitation for review under 

the ‘Documents’ tab.  

w) Subcontractors and Suppliers shall provide Professional Liability Insurance when their contracted scope 

of work includes engineering and/or design services.  

x) Contractor pay applications shall be submitted to Mechanical Service Inc by 25th of each month for 

inclusion in our pay application to the Owner that will be submitted to the Kewanee Park District for 

approval by the 30th of each month.  A retainage of 10% will be withheld from each pay application with 

reduction (or) total release pending the Contractors successful completion of all contract requirements.  

y) Contractor may bill for material that is stored offsite but must provide the proper insurance certificates 

and substantiating documentation (invoices, photographs, etc.). 

z) In the event of future Change Order Requests, Mechanical Service Inc. will not accept lump sum 

proposals.  Change Order Requests must be submitted on the Contractor’s letterhead and must include 

a complete breakdown of estimated costs including a bill of materials, quantities, material unit costs, 

estimated labor hours, hourly labor rates, equipment rental, overhead and profit (set at a Maximum of 

10%). 

 

The contractor may submit bids for multiple bid packages, but each must be bid as a separate, stand-alone bid 

package.  

 

We acknowledge receipt of the following Addenda: 

 

Addendum No. __________ dated __________ 

 



 

 

Addendum No. __________ dated __________ 

 

Name of Authorized Representative:  ________________________________ 

 

Signature of Authorized Representative:  _____________________________ 

 

Title of Authorized Representative:  _________________________________ 

 

Date of Bid Submission:  __________________________________________ 

 

 

6.0 Athletic Coating Surface Specifications 

  

General Description 

• Please see attached sheets (Athletic Coating Specifications by SportMaster or equal) Specifications 

include: SPM – ColorPlus System, SportMaster Color Card, SportMaster CMT24 – Color Coating 

Asphalt, SM Acrylic Resurfacer, SM ColorPlus, SM TC White Line Paint, SM StripeRite. 

 

• Athletic Tile Surface sheet as attached 

 

Quality Control Prior to installation of Athletic Court Surfacing 

Flood test for any low areas after new asphalt is installed (if asphalt is in conformance, allow to cure for 28 

days prior to installing coating 

Equipment Description 
New Inground Pickleball Net Posts / Nets: 
Install Eight (8) new 18” Rd or Sq x 42” Deep Pickleball Net Posts footings (4 Sets) with a 12” x 

24” center strap footing and anchor plus 4 new Pickleball Nets 
Douglas Premier™ RD-36 Pickleball/QS Tennis Posts 3″ OD, Black , 63071 
GS-24RD Galvanized Steel Ground Sleeves 24″ Long for 3″ OD Posts, 63424 
Douglas® JTN-30 Pickleball Net – 36″ x 21’9″, 20105 (or equal) 

 

New Inground Basketball Goals, Backboards, Rims, & Nets 
4 new FT Legend Jr. Extreme Basketball Goals by First Team (or equal) 
Install with J-Bolts and new concrete footings 

 



 

 

  

 
  

 



1. PRODUCT NAME:
Acrylic Resurfacer

2. MANUFACTURER:
ThorWorks Industries, Inc.
2520 S. Campbell St.
Sandusky, OH  44870
Phone:  800-326-1994
Fax: 419-626-5477
www.thorworks.com

Additional Plant Locations:
SealMaster has a nationwide
network of manufacturing and
distribution facilities.

Phone 1-800-395-7325 or visit
www.sealmaster.net to find the
location near you.

3. PRODUCT DESCRIPTION &          
BENEFITS:
SportMaster Acrylic Resurfacer is
100% acrylic emulsion resurfacer
designed for on site mixing with
silica sand.  Acrylic Resurfacer
reduces surface porosity allowing
for application of an even, full
depth color, playing sur face.

4. USES:
SportMaster Acrylic Resurfacer is
applied to asphalt or concrete
sur faces in preparation for
SportMaster color finish systems.

Color:  Available in Black and
Neutral.

5. SURFACE PREPARATION:
Pavement sur face must be
cleaned entirely of dust, dirt, debris
and all loose materials.  New
asphalt must cure 30 days before
application.  Repair of pavement
surface defects, depressions and
cracks must be completed prior to
application.  All repairs must be
flush and smooth to adjoining
surfaces.

6. MIXING PROCEDURES:
• For Use As A Coating - Use the
following mix design (based on 55
gallons of Acrylic Resurfacer for
ease of calculation):

Acrylic Resurfacer..............55 Gallons
Silica Sand (50 - 60 mesh).........800 lbs.
Water....................................33 Gallons

• For Use As A Patching Material -
Acrylic Resurfacer may be modified
with the following mix design.
Patching Mix for applications up to
1/4” lifts:

Acrylic Resurfacer..............10 Gallons
Water......................................5 Gallons
Sand........................................200 lbs.
Cement........................1/2 Gallon
(Always mix cement thoroughly
with a small amount of water
before adding to patching mix)

NOTE:  Silica Sand used in patching
should be AFS fineness 30 to 40
mesh.

7. APPLICATION:
Apply Acrylic Resurfacer with a
soft rubber squeegee.  Apply
successive coats in cross   directions.
Scrape all rough spots and ridges
before applying the next coat.
Apply one or two coats, depending
on surface porosity and condition.
Two coats are recommended on
new or uncoated asphalt.

8. IMPORTANT:
Stir material thoroughly before
using. Temperature must be a
minimum of 50° F. and rising before
application.  Do not apply when
rain is imminent or forecast.  Keep
from freezing.  Close container
when not in use.

9. DRYING TIME:
30 to 60 minutes under optimum
drying conditions.

10. COVERAGE:
Yield calculations are based on
undiluted gallons of SportMaster
Acrylic Resurfacer and will vary
according to surface texture  and
porosity within the limits below:

.07 to .09 gallons per square yard
per coat.

11. CAUTIONS:
KEEP OUT OF REACH OF CHILDREN.
Do not take internally. If swallowed,
call a physician immediately. In
case of contact with eyes, flush
immediately with water for 15
minutes and call a physician. When
not in use, keep containers tightly
closed and upright to prevent
leakage.

12. WARRANTY:
The statements made on this
technical bulletin are believed to
be true and accurate, and are
intended to provide a guide for
approved construction practices.
Manufacturer does not make, nor
does it authorize any agent or
representative to make any
warranty, express or implied,
concerning this mater ial as
w o r k m a n s h i p ,  w e a t h e r ,
construction, equipment utilized
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% Weight (minimum)
Acrylic Emulsion 44.0
Hiding Pigment   2.0
Mineral Inert Fillers   5.0
Film Formers, Additives     .2
Water 45.0

Chemical Characteristics

Acrylic
Resurfacer

CMT - 3         Revised:  8/09

Type Acrylic Emulsion
Pounds per Gallon @ 77° F. 8.5 ± .5
% Non Volatile Material 27.5 ± 5.0
Odor Slight Ammonia
Flammability Non-Flammable
Flash Point None
Storage Life One Year

Product Data



and other variables affecting results
are al l  beyond our control.
Manufacturer warrants only that
the material conforms to product
specifications and any liability to
the buyer or user of this product is
limited to the replacement value
of the product only.  In no event
shall Manufacturer be liable for any
injury, loss or damage, either direct
o r  i n c i d e n t a l , s p e c i a l  o r
consequential, however arising, in
connection with mater ial or
equipment furnished or work
performed.  Manufacturer shall not,
in any manner, be liable for any
defects, variations or change in
condition in the substructure over
which its products are installed.

Copyright© 2009, SealMaster
All rights reserved.

ThorWorks Industries, Inc.
P.O. Box 2277
Sandusky, OH  44870

Phone: 1-800-326-1994
FAX:  1-419-626-5477

www.sportmaster.net

Acrylic
Resurfacer
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Stripe-Rite
CMT - 14         Revised:  4/05

1. PRODUCT NAME:
Stripe-Rite

2. MANUFACTURER:
ThorWorks Industries, Inc.
2520 S. Campbell St.
Sandusky, OH  44870
Phone:  800-395-7325
Fax: 419-626-5477
www.thorworks.com

Additional Plant Locations:
SealMaster has a nationwide
network of manufacturing and
distribution facilities.

Phone 1-800-395-7325 or visit
www.sealmaster.net to find the
location near you.

3. PRODUCT DESCRIPTION &          
    BENEFITS:
Stripe-Rite is a 100% acrylic clear
drying emulsion primer for line
striping.  Stripe-Rite is applied prior
to SportMaster Line Paint to fill the
minor voids between the masking
tape and the court surface to
assure crisp, razor sharp lines.

Color:  Milky White.  Clear when
dried.

Uses:  For priming line markings on
any bituminous, concrete or color
coated surface.

4. SURFACE PREPARATION:
Pavement Surface must be
cleaned of dust, dirt, debris and all
loose material.

5. APPLICATION:
Stripe-Rite can be rolled, brushed
or sprayed with low pressure
spraying equipment.  Allow Stripe-
Rite to dry completely before
applying SportMaster Line Paint.

6. IMPORTANT:
Stir before using.  Temperatures must
be above 50°F. both dur ing
application and for a period of at
least 24 hours after application.  Do
not apply if rain is imminent or
forecast.  Keep from freezing.  Close
container when not in use.

7. DRYING TIME:
Thirty to sixty (30 to 60) minutes
under optimum drying conditions.

Indoor applications are substantially
affected by temperature and
available ventilation and will dry
more slowly.

8. COVERAGE:
450 to 500 lineal feet of 2 inch line
per gallon.

9. CLEAN-UP:
Wash sprayers, tools, etc. in water
before material dries.

10. CAUTION:
Do not store in direct sunlight or
where temperatures exceed 100°F.
Do not apply if rain is imminent or
forecast.  Keep from freezing.  Close
container when not in use.

11. WARRANTY:
The statements made on this
technical bulletin are believed to
be true and accurate, and are
intended to provide a guide for
approved construction practices.
Manufacturer does not make, nor
does it authorize any agent or
representative to make any
warranty, express or implied,
concerning this mater ial as
w o r k m a n s h i p ,  w e a t h e r ,
construction, equipment utilized
and other variables affecting results
are al l  beyond our control.
Manufacturer warrants only that
the material conforms to product

specifications and any liability to
the buyer or user of this product is
limited to the replacement value
of the product only.  In no event
shall Manufacturer be liable for any
injury, loss or damage, either
direct or incidental, special or
consequential, however arising, in
connection with mater ial or
equipment furnished or work
performed.  Manufacturer shall not,
in any manner, be liable for any
defects, variations or change in
condition in the substructure over
which its products are installed.

Copyright© 2005, SealMaster
All rights reserved.

ThorWorks Industries, Inc.
P.O. Box 2277
Sandusky, OH  44870

Phone: 1-800-326-1994
FAX:  1-419-626-5477

www.sportmaster.net

Chemical Characteristics:

% Weight (Nominal)

Acrylic Emulsion ..............................................................................................................38.0
Hiding Pigment .................................................................................................................0.0
Mineral Inert Fillers.............................................................................................................7.0
Film Former, Additives .......................................................................................................1.5
Water................................................................................................................................50.0

Type ........................................................................................................Acrylic Emulsion
Weight per gallon at 77°F.....................................................................8.9 ± .5
% Non Volatile Material.........................................................................29 ± 5
Odor .......................................................................................................Slight Ammonia
Flammability...........................................................................................Non-Flammable
Flash Point...............................................................................................None
Storage Life ............................................................................................One Year
Colors......................................................................................................Milky White, clear 
                                                                                                                 when dry

Product Data:
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T/C White Line Paint
CMT - 50         Revised:  4/07

1. PRODUCT NAME:
T/C White Line Paint

2. MANUFACTURER:
ThorWorks Industries, Inc.
2520 S. Campbell St.
Sandusky, OH  44870
Phone:  800-395-7325
Fax: 419-626-5477
www.thorworks.com

Additional Plant Locations:
SealMaster has a nationwide
network of manufacturing and
distribution facilities.

Phone 1-800-395-7325 or visit
www.sealmaster.net to find the
location near you.

3. PRODUCT DESCRIPTION &          
    BENEFITS:
T/C White Line Paint is a 100% acrylic
emulsion paint.

Color:  Available in white.

Uses:  Line marking on tennis courts,
running tracks, and other asphalt
or concrete pavement surfaces.

4. SURFACE PREPARATION:
Pavement surface must be cleaned
entirely of dust, dirt, debris and all
loose material.  If using T/C White
Line Paint on a new, uncoated
surface, allow adequate curing
time before application.

5. MIXING PROCEDURES:
T/C White Line Paint can be rolled,
brushed or sprayed with low
pressure spraying equipment.  To
assure crisp lines, it is advisable to
use a high quality tape to mask
lines.  Remove tape as soon as T/C
White Line Paint has dried.  T/C
White Line Paint can be modified
to match the exact texture of the
court surface by adding and 80 to
100 mesh silica sand.

6. IMPORTANT:
Stir before using.  Temperatures must
be above 50°F both dur ing
application and for a period of at
least 24 hours after application.  Do
not apply if rain is imminent or
forecast.  Keep from freezing.  Close
container when not in use.  On
outdoor concrete surfaces, assure

adequate and functional perimeter
drains as well as a sound vapor
barrier beneath the slab.

7. DRYING TIME:
Thirty to sixty (30 to 60) minutes
under optimum drying conditions.
Indoor applications are substantially
affected by temperature and
available ventilation and will dry
more slowly.

8. COVERAGE:
500 to 600 lineal feet of 2-inch line
per gallon.

9. CAUTION:
Do not store in direct sunlight or
where temperatures exceed 100°F.
Do not apply if rain is imminent or
forecast.  Keep from freezing.  Close
container when not in use.

10. WARRANTY:
The statements made on this
technical bulletin are believed to
be true and accurate, and are
intended to provide a guide for
approved construction practices.
Manufacturer does not make, nor
does it authorize any agent or
representative to make any
warranty, express or implied,
concerning this mater ial as
w o r k m a n s h i p ,  w e a t h e r ,
construction, equipment utilized
and other variables affecting
results are all beyond our control.
Manufacturer warrants only that
the material conforms to product
specifications and any liability to
the buyer or user of this product is
limited to the replacement value
of the product only.  In no event
shall Manufacturer be liable for any
injury, loss or damage, either direct
o r  i n c i d e n t a l , s p e c i a l  o r
consequential, however arising, in
connection with mater ial or

equipment furnished or work
performed.  Manufacturer shall not,
in any manner, be liable for any
defects, variations or change in
condition in the substructure over
which its products are installed.

Copyright© 2007,
ThorWorks Industries, Inc.
All rights reserved.

ThorWorks Industries, Inc.
P.O. Box 2277
Sandusky, OH  44870

Phone: 1-800-326-1994
FAX:  1-419-626-5477

www.sportmaster.net

Type ........................................................................................................Acrylic Emulsion
Weight per gallon at 77°F.....................................................................10.5 ± .5 lbs.
% Non Volatile Material.........................................................................49 ± 2
Odor .......................................................................................................Ammonia
Flammability...........................................................................................Non-Flammable
Flash Point...............................................................................................None
Storage Life ............................................................................................One Year

Product Data:



PRODUCT NAME
SportMaster Color Coating Systems over asphalt
sport surfaces.

DISTRIBUTION LOCATIONS
SportMaster products are distributed through a 
world¬wide network of stores and distributors. Call 
(800)395-7325 or visit www.sportmaster.net to find a 
location near you.

1. SCOPE:

1.1
The following specifications pertain to the application 
of SportMaster Color Coating Systems over asphalt sport 
surfaces. Refer to Product Technical Data sheets for 
specific mixing and application instructions.

1.2
SportMaster color coating systems are designed for use 
on properly built sport surfaces. Refer to the American 
Sports Builders Association for recommended guidelines 
on construction of athletic & recreational surfaces.

2. SURFACE PREPARATION:

2.1
New Asphalt surfaces must cure 14 to 30 days prior to 
application. The surface must be cleaned entirely of 
dust, dirt, debris, and all loose materials.

2.2
Fill all cracks with SportMaster Crack Magic, Acrylic Crack 
Patch, Acrylic Patch Binder or other suitable crack filler.

2.3
Level depressions or “bird baths” (1/8 inch or deeper) 
with SportMaster Acrylic Patch Binder or Acrylic 
Resurfacer patching mix.

2.4
Apply one or two coats of SportMaster Acrylic 
Resurfacer,  as required by surface roughness and 
porosity, to provide a smooth underlayment for 
application of the SportMaster Color System. A minimum 
of 2 coats are recommended on new asphalt surfaces.

3. APPLICATION OF SPORTMASTER COLOR SYSTEM:

3.1
Over properly prepared asphalt, surface apply a 
minimum of two coats of SportMaster Color Concentrate 
or ColorPlus System in accordance with manufacturer’s
mixing and application instructions.

4. LINE MARKINGS:

4.1
Line markings shall be laid out according to United 
States Tennis Association specifications.

4.2
After masking tape has been laid, apply SportMaster 
Stripe Rite line primer to seal voids between masking 
tape and court surface to prevent “bleed under” when
SportMaster Line Paint is applied.

4.3
Apply a minimum of one coat of SportMaster Line Paint.

5. GENERAL:

5.1
All work shall be performed in a workmanlike manner. 
All containers and debris shall be removed from job 
when completed.

Copyright© 2020, SportMaster	
All rights reserved.	   

ThorWorks Industries, Inc.
P.O. Box 2277
Sandusky, OH 44870

Phone: 1-800-326-1994
FAX: 1-419-626-5477
www.sportmaster.net

REVISED 02/20

Engineering Spec Sheet

Specifications for applying
SPORTMASTER COLOR COATING SYSTEMS

over Asphalt Sport Surfaces CMT-24





sportmaster.net   |  (800) 395-7325Tournament-quality sport surfacing products.

R

OFFICIAL  
SURFACE  
OF THE USPTA

COLORPLUS™ SYSTEM
100% Acrylic, Sport Surfacing System



A 100% acrylic, sport surfacing system for 
tennis, basketball, and multipurpose court 
surfaces. Ideal for application on asphalt, 
concrete, and existing acrylic surfaces.

USES:

•	 Tennis Courts, Pickleball, and  
other Racquet Sports

•	 Basketball Courts
•	 Playgrounds and Game Courts
•	 Asphalt or Concrete Recreational Areas
•	 Multipurpose Courts

The SportMaster ColorPlus System is a series of specialized  
products, used for sport surfacing and repair.

ACRYLIC CRACK FILLERS 

Acrylic Crack Patch, CourtFlex™, Clear Crack Sealant and  
CrackMagic™ - Used prior to resurfacing, or for crack repair on existing acrylic surfaces. 
Available in neutral, red & green colors. Acrylic Crack Patch is also available in blue.

PATCHING / LOW SPOT REPAIR

Acrylic Patch Binder - Mix onsite with portland cement & sand to produce a compound for 
filling low spots & cracks on sport surfaces.

FILLER / TEXTURE COATS

Acrylic Resurfacer - Used to fill surface voids and provide texture to the pavement surface 
prior to application of the ColorPlus Color Coating System. Available in black or neutral.

COLOR SURFACING COATS

ColorPlus Color System - ColorPlus Pigment Dispersion is added to Neutral Concentrate 
to achieve a fully-pigmented surface coating that is mixed with sand and water. Neutral 
Concentrate with sand is also available, in case the proper sand is not available locally and 
factory-mixed sand is preferred. The ColorPlus Color System is applied in a minimum of 2 
coats on top of Acrylic Resurfacer.

STRIPING

Stripe Rite™ Line Primer is applied between 
masking tape to prevent “bleed under” from 
occuring, then SportMaster White Line Paint 
completes the project with superior hiding and 
vibrant lines. SportMaster White Line Paint is 
available in textured and non-textured formulas.

SPORTWAX™ CLEAR COAT (OPTIONAL)

A 100% acrylic top coat that dries clear and 
provides extra protection for the court surface. 
Creates a semigloss appearance and makes 
textured surfaces easier to clean.

COLORPLUS™ SYSTEM
100% Acrylic, Sport Surfacing System

4/21 CM13sportmaster.net   |   (800) 395-7325

COLORPLUS SYSTEM
THICKNESS: APPROX. 35-40 MILS

1 Coat - Acrylic Resurfacer

2 Coats - Color

DOVE GRAY
LEED CREDIT SRI=33

BLUE

TOURNAMENT 
PURPLE*

BROWN
COLORPLUS FUSION

RED
LEED CREDIT SRI=36

BEIGE

FOREST GREEN

LIGHT GREEN
LEED CREDIT SRI=31

DARK GREEN

GRAY

ICE BLUE
LEED CREDIT SRI=62

SANDSTONE*
LEED CREDIT SRI=46

MAROON

LIGHT BLUE

ORANGE*

YELLOW*

BRITE RED*

BLACK

NOTE: Colors will vary somewhat due to 
printing limitations. Ask your SportMaster® 

Representative for a color chip card for 
more accurate representation.

* PREMIUM COST PIGMENT



1. PRODUCT NAME:
ColorPlus

2. MANUFACTURER:
ThorWorks Industries, Inc.
2520 S. Campbell St.
Sandusky, OH  44870
Phone:  800-326-1994
Fax: 419-626-5477
www.thorworks.com

Additional Plant Locations:
SealMaster has a nationwide
network of manufacturing and
distribution facilities.

Phone 1-800-395-7325 or visit
www.sealmaster.net to find the
location near you.

3. PRODUCT DESCRIPTION &     
    BENEFITS:
SportMaster ColorPlus is a highly
concentrated water based
pigment dispersion designed for
mixing with SportMaster Neutral
Concentrate.

Color:  Forest Green, *Light Green,
Dark Green, Beige, Brown, *Red,
Maroon, Gray, Blue, Tournament
Purple, Lt. Blue, *Dove Gray, *Ice
Blue, *Sandstone, Orange, and
Yellow.

LEED:  SS Credit 7.1:
Heat Island Effect:  Non-Roof
*Specific colors may contribute
toward LEED credits.

4. MIXING PROCEDURES:
Mix in the following order for
55 gal lon drum of Neutral
Concentrate:

SportMaster
  Neutral Concentrate.......55 gallons
SportMaster ColorPlus..........4 gallons
Water.............................28 - 33 gallons
Silica Sand
  (80 to 100 mesh AFS)...........400 lbs.

Mix in the following order for 30
gallon keg of Neutral Concentrate:

SportMaster
  Neutral Concentrate.......30 gallons
SportMaster ColorPlus..........2 gallons
Water.............................15 - 18 gallons
Silica Sand
   (80 to 100 mesh AFS)..........200 lbs.

Note:  Mix thoroughly to ensure
complete dispersion of ColorPlus.

5. APPLICATION:
Apply mixed coating with a soft
rubber squeegee.  A minimum of
two coats are recommended.

6. IMPORTANT:
Stir material  thoroughly before
using.  Temperature must be a
minimum of 50° F.  and rising before
application.  Do not apply when
rain is imminent or forecast.  Keep
from freezing.  Close container
when not in use.

7. CAUTIONS:
KEEP OUT OF REACH OF CHILDREN.
Do not take internally. If swallowed,
call a physician immediately. In
case of contact with eyes, flush
immediately with water for 15
minutes and call a physician. When
not in use, keep containers tightly
closed and upright to prevent
leakage.

8. WARRANTY:
The statements made on this
technical bulletin are believed to
be true and accurate, and are
intended to provide a guide for
approved construction practices.
Manufacturer does not make, nor
does it authorize any agent or
representative to make any
warranty, express or implied,
concerning this mater ial as
w o r k m a n s h i p ,  w e a t h e r ,
construction, equipment utilized
and other variables affecting results
are al l  beyond our control.
Manufacturer warrants only that
the material conforms to product
specifications and any liability to
the buyer or user of this product is
limited to the replacement value
of the product only.  In no event

shall Manufacturer be liable for
any injury, loss or damage, either
direct or incidental, special or
consequential, however arising, in
connection with mater ial or
equipment furnished or work
performed.  Manufacturer shall not,
in any manner, be liable for any
defects, variations or change in
condition in the substructure over
which its products are installed.

Copyright© 2012, SealMaster
All rights reserved.

ThorWorks Industries, Inc.
P.O. Box 2277
Sandusky, OH  44870

Phone: 1-800-326-1994
FAX:  1-419-626-5477

www.sportmaster.net

Type..........................................................................................Water Based Pigment Dispersion

Flammability.......................................................................Non Flammable

Flash Point...........................................................................None

Colors...................................................................................Several Available

Product Data:
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Affordable Game Courts & Equipment 
 

Performance Edge Technical Specifications Sheet 
 
 
Tile: 12"× 12"× 5/8"  
 
Transition Edges: 2"× 12"× 5/8"  
 
Corners: Transition corners can be 90 degrees or rounded - 2"× 2"× 5/8" 
 
Material: High-impact polypropylene copolymer plastic with specially formulated UV stabilization and 
antioxidant additives. 
 
Texture: Surface traction with open design, 40% of the surface area is open for drainage and 
breathability. 
 
Compounds: Multiple compounds available within same tile design for specific sport playability. Tile 
compounds can be mixed within the same installation. Compound is resistant to bacteria, mildew & 
surface fungi growth. 
 
Applications: Multi-purpose areas, basketball, pickleball, volleyball, dekhockey, tennis, paddle sports.  
 
Colors: 16 Standard colors: Beach Sand, Redwood Red, Tangerine Orange, Fire Truck Red, Robin Egg 
Blue, Cobalt Blue, Cosmic Blue, Sapphire Blue, Platinum Grey, Battleship Grey, Bumble Bee Yellow, 
Shadow Black, Plum Purple, Apple Green, Olive Green, Spruce Green.  
 
Warranty: Standard 16-year warranty.  
 
 
 

sales@  
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